~ Mainstieet Goes “Gieen"!

Mainstreet Menu System lightboxes have new, energy-efficient electrical components to help save
you time and money! Mainstreet Gold lightboxes use T-8 lamps and electronic ballasts instead of
T-12 lamps and electromagnetic/core & coil ballasts.

Save Money!

BENEFITS OF THE CHANGE ‘ ’

Lower Energy Bills

Electrical energy consumption is reduced almost 50%. A typical
seven-box menu system's annual electrical cost based on current
Midwest rates is reduced by over $225 annually.

Fewer Burned-Out Lamps
The newer, more efficient T-8 fluorescent lamps are rated to last
nearly 3 times as long as the current T-12 lamps.

No Starters Required
The electronic ballast does not require the use of starters which
have a high failure rate.

Lower Shipping Costs
The new components weigh less, which will reduce
shipping and handling costs.

Easier Disposal of Lamps

The new lamps are "low-mercury" in full compli-
ance with the U.S. Government EPA's TCLP regula-
tions for environmental compliant disposal.

Improved Color Rendering Index I
The T-8 fluorescent lamps have an improved Color n e rg y.

Rendering Index (CRI). Back-lit food pictures are
more appealing because the colors are richer and

brighter.

Longer Lasting Ballast
The new electronic ballast has been commercially tested and has a proven reliability record. It
uses solid state components and is significantly more robust than the electromagnetic/core & coil
ballast. Plus,it is designed to adapt to a wider range of voltage fluctu-
ations. Voltage fluctuations are the cause of shorter lamp life and bal- _m—
last failure.

Easier Installation
Because the new ballasts require less energy, almost twice as many
lightboxes may be linked together with a single master lightbox and one

light cord. The amp draw for a new style "D" size lightbox is .57 amps |
compared to 1.02 amps for an old style lightbox.

Save Time!
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Comparison of “0ld* and “New' Components

* Either T-8 (smaller new lamps) or T-12 (older larger
lamps) will work with the new electronic ballasts.

+ T-8 lamps will not function correctly in the old style
lightboxes with the electromagnetic/core & coil ballasts.

-2
1-1/2" Dia.

+ Both T-8 and T-12 lamps are rated at 4100 K for "cool
white" coloring.

+ Mainstreet will carry both types of lamps (T-8 & T-12).
Replacement lamps will be sold by the case (24 lamps).
Mainstreet prices are competitive at approximately 10%
less than national retailers such as Home Depot
and Lowes.

Complete Light Boxes Comparison of T-12 & 1-8 lamps

+ "Old" and "new" lightboxes can be mixed within a menu system.

- The total electrical use by lightboxes within a menu system has not changed. The total electrical

us cannot exceed 9 amps per each master lightbox and line cord. Each lightbox has the

amperage use listed on the raceway. "New" lightboxes use less amps than the "old"

style lightboxes.

« All add-on lightboxes will have the new electronic ballasts and T-8 lamps. If desired, T-12 lamps can

be used throughout the system. The lamps in the new style add-on lightbox box can be switched to

T-12 lamps.
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FRONT VIEW OF “OLD" LIGHTBOX W/ T-12 LAMPS FRONT VIEW OF “NEW" LIGHTBOK W/ 1-8 LAMPS
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